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INDEX 
 

Construction United States Type Canadian Type Section 
    
Jacketed Cords:  
Thermoplastic 

SVT, SVTO, SVTOO, 
SJT, SJTW SJTO, 
SJTOO, SJTOW, 
SJTOOW, ST, STW, 
STO, STOO, STOW, 
STOOW 

SVT, SVTO, 
SVTOO, SJT, 
SJTW, SJTO, 
SJTOO, SJTOW, 
SJTOOW, ST, 
STW, STO, 
STOO, STOW, 
STOOW 

1 

    
Miscellaneous Cords: Clock Cord N/A 2 
    
Parallel Cords:  
Thermoplastic 

SPT-1, SPT-2, 
SPT-3, SPT-1W, 
SPT-2W, NISPT-1, 
NISPT-2 

SPT-1, SPT-2, 
SPT-3, 
NISPT-1, 
NISPT-2 

3 

    
Range and Dryer Cord: SRDT DRT 4 
 

N/A - Not Applicable. 
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Issued to: Well Shin Technology Co., Ltd.

196 Xinhu 3rd Rd
Neihu District, T´ai-pei 114
Taiwan
Attention: Mr. Wu

The products listed below are eligible to bear the CSA Mark shown

Issued by: B. Harmer, C.E.I.

Authorized by: Nick Alfano, Operations
Manager

PRODUCTS
CLASS 5831 01 - WIRES - Flexible Cord

Certificate of Compliance
Certificate: 1978218 (LL 57855) Master Contract: 173987

Project: 1978218 Date Issued: 2008/01/30

.

DQD 507 Rev. 2004-06-30
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APPLICABLE REQUIREMENTS

Certificate: 1978218 (LL 57855) Master Contract: 173987

Project: 1978218 Date Issued: 2008/01/30

DQD 507 Rev. 2004-06-30
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Starkstromleitungen für allgemeine Anwendungen
- Flexible Leitungen
mit thermoplastischer PVC-Isolierung
Cables for general applications
- Flexible cables with
thermoplastic PVC insulation

Typ(en) / Type(s):

H03VV-F 2...3 x 0,5...0,75 mm² +
H03VVH2-F 2 x 0,5...0,75 mm² +
H05VV-F 2...5 x 0,75...4 mm² +
H05VVH2-F 2 x 0,75...1,0 mm² +

Leitungsbauart Standardleitungen
Type of cable General purpose cables

Firmenzeichen WELL SHIN+ D
Trademark

_____________________________________________________________________
Dieser Zeichengenehmigungs-Ausweis bildet eine Grundlage für die EG-Konformitätserklärung und
CE-Kennzeichnung durch den Hersteller oder dessen Bevollmächtigten und bescheinigt die Konformität
mit den grundlegenden Schutzanforderungen der EG-Niederspannungsrichtlinie 2006/95/EG mit ihren
Änderungen.
This Marks Approval is a basis for the EC Declaration of Conformity and the CE Marking by the
manufacturer or his agent and proves the conformity with the essential safety requirements of the
EC Low-Voltage Directive 2006/95/EC including amendments.

VDE Prüf- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Abteilung CC5
Section CC5

Ausweis-Nr. /
Certificate No.

40007541

VDE Prüf- und Zertifizierungsinstitut GmbH * Testing and Certification Institute_____________________________________________________________________
Merianstrasse 28, D-63069 Offenbach Phone   +49 (0) 69 83 06-0

Telefax +49 (0) 69 83 06-555

Name und Sitz des Genehmigungs-Inhabers / Name andregistered seat of the Certificate holder

Well Shin Technology Co., Ltd., No. 196 Xinhu 3rd Road, 114 NEIHU DISTRICT, TAIPEI CITY,
TAIWAN

Aktenzeichen / File ref. letzte Änderung / updated Datum / Date

1528100-5140-0005 / 176873 / CC5 / HEG 2013-05-15 2003-08-26

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40007541
This supplement is only valid in conjunction with page 1 of the Certificate No. 40007541.
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VDE Prüf- und Zertifizierungsinstitut
Zeichengenehmigung



Starkstromleitungen für allgemeine Anwendungen
- Flexible Leitungen
mit thermoplastischer PVC-Isolierung
Cables for general applications
- Flexible cables with
thermoplastic PVC insulation

Fertigungsstätte(n)
Place(s) of manufacture

Referenz/Reference Dong Guan Well Shin Electronic
30009474 Products Co., Ltd.

Chang Long Control District
Hwang Jiang Cheng
523766 DONGGUAN CITY
Guangdong
CHINA

VDE Prüf- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Abteilung CC5
Section CC5

Ausweis-Nr. /
Certificate No.

40007541

VDE Prüf- und Zertifizierungsinstitut GmbH * Testing and Certification Institute_____________________________________________________________________
Merianstrasse 28, D-63069 Offenbach Phone   +49 (0) 69 83 06-0

Telefax +49 (0) 69 83 06-555

Name und Sitz des Genehmigungs-Inhabers / Name andregistered seat of the Certificate holder

Well Shin Technology Co., Ltd., No. 196 Xinhu 3rd Road, 114 NEIHU DISTRICT, TAIPEI CITY,
TAIWAN

Aktenzeichen / File ref. letzte Änderung / updated Datum / Date

1528100-5140-0005 / 176873 / CC5 / HEG 2013-05-15 2003-08-26

Dieses Beiblatt ist Bestandteil des Zeichengenehmigungsausweises Nr.  40007541.
This supplement is part of the Certificate No. 40007541.

 

 

Beiblatt /
Supplement

VDE Prüf- und Zertifizierungsinstitut
Zeichengenehmigung



Genehmigung zum Benutzen des auf Seite 1 abgebildeten markenrechtlich geschützten Zeichens des
VDE:

Grundlage für die Benutzung sind die Allgemeinen Geschäftsbedingungen (AGB) der VDE Prüf- und
Zertifizierungsinstitut GmbH (www.vde.com\AGB-Institut). Das Recht zur Benutzung erstreckt sich nur
auf die bezeichnete Firma mit den genannten Fertigungsstätten und die oben aufgeführten Produkte
mit den zugeordneten Bezeichnungen. Die Fertigungsstätte muss so eingerichtet sein, dass eine
gleichmäßige Herstellung der geprüften und zertifizierten Ausführung gewährleistet ist.
Die Genehmigung ist so lange gültig wie die VDE-Bestimmungen gelten, die der Zertifizierung zu-
grunde gelegen haben, sofern sie nicht auf Grund anderer Bedingungen aus der VDE Prüf- und
Zertifizierungsordnung (PM102) zurückgezogen werden muss.
Der Gültigkeitszeitraum einer VDE-GS-Zeichengenehmigung kann auf Antrag verlängert werden. Bei
gesetzlichen und / oder normativen Änderungen kann die VDE-GS-Zeichengenehmigung ihre Gültigkeit
zu einem früheren als dem angegebenen Datum verlieren.
Produkte, die das Biozid Dimethylfumarat (DMF) enthalten, dürfen gemäß der Kommissionsent-
scheidung 2009/251/EG nicht mehr in den Verkehr gebracht oder auf dem Markt bereitgestellt
werden.
Der VDE-Zeichengenehmigungsausweis wird ausschließlich auf der ersten Seite unterzeichnet.

Approval to use the legally protected Mark of the VDE as shown on the first page:
Basis for the use are the general terms and conditions of the VDE Testing and Certification Institute
(www.vde.com\terms-institute). The right to use the mark is granted only to the mentioned company
with the named places of manufacture and the listed products with the related type references. The
place of manufacture shall be equipped in a way that a constant manufacturing of the certified
construction is assured.
The approval is valid as long as the VDE specifications are in  force, on which the certification is
based on, unless it is withdrawn according to the VDE Testing and Certification Procedure
(PM102E).
The validity period of a VDE-GS-Mark Approval may be prolonged on request. In case of changes in
legal and / or normative requirements, the validity period of a VDE-GS-Mark Approval may be
shortened.
Products containing the biocide dimethylfumarate (DMF) may not be marketed or made available on
the EC market according to the Commission Decision 2009/251/EC.
The approval is solely signed on the first page.

Ausweis-Nr. /
Certificate No.

40007541

Name und Sitz des Genehmigungs-Inhabers / Name andregistered seat of the Certificate holder

Well Shin Technology Co., Ltd., No. 196 Xinhu 3rd Road, 114 NEIHU DISTRICT, TAIPEI CITY,
TAIWAN

Aktenzeichen / File ref. letzte Änderung / updated Datum / Date

1528100-5140-0005 / 176873 / CC5 / HEG 2013-05-15 2003-08-26

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40007541
This supplement is only valid in conjunction with page 1 of the Certificate No. 40007541.

 

 

Infoblatt /
Info sheet

VDE Prüf- und Zertifizierungsinstitut
Zeichengenehmigung



DEMKO CERTIFICATE

Certification Manager
Jan-Erik Storgaard

This is to certify that representative sample(s) of the Product described herein ("Certified Product") have
been investigated and found in compliance with the Standard(s) indicated on this Certificate, in
accordance with the D Mark Requirements.  The Designated Certificate holder is entitled to use the d or
for cables <DEMKO> for the Certified Product manufactured at the production site(s) identified above, in
accordance with the D Mark Service Agreement, including without limitation the D Mark Testing and
Certification Services Service Terms.  Only those Products bearing the D Mark should be considered as
being covered by UL's D Mark Service. This Certificate shall remain valid through the expiration date,
unless terminated earlier in accordance with the Service Agreement including without limitation if the
Standard identified on this Certificate is amended or withdrawn prior the expiration date.

Certification Body UL International Demko A/S, Borupvang 5A, DK-2750
Ballerup, Denmark, Tel. +45 44 85 65 65, 
info.dk@ul.com
www.ul-europe.com

Certificate No. D-06600
Page 1/3

Date of Issue 2018-05-30

Certificate Holder Well Shin Technology Co Ltd
196 XINHU 3RD
NEIHU DISTRICT
TAIPEI, 114  Taiwan

Manufacturer Well Shin Technology Co Ltd
196 XINHU 3RD
NEIHU DISTRICT
TAIPEI, 114  Taiwan

Production site Dongguan Well Shin Electronic Products Co Ltd
CHANG LONG CONTROL DISTRICT
HWANG JIANG CHENG
DONGGUAN, 523766 GUANGDONG China

See Page 2

Certified Product Thermoplastic insulated cord and flexible cable
Model H05VV-F, H05VVH2-F

Trademark WELL SHIN+D or K-WELL SHIN

 
Rated Voltage / Frequency 300/500 V

Rated Current / Power -
Insulation Class -

Degree of protection (IP) -
Tested acc. to EN 50525-2-11:2011

Test Report No. 1807779 issued on 2018-03-28
Additional This Certificate replaces earlier issued Demko Certificate No. 

D-03008-M1.
Expire date 2020-12-03



Appendix DEMKO CERTIFICATE
                                                  Certificate No.    D-06600
                                                                  Page    2/3
                                                    Date of Issue    2018-05-30

Certification Body UL International Demko A/S, Borupvang 5A, DK-2750
Ballerup, Denmark, Tel. +45 44 85 65 65, info.dk@ul.com
www.ul-europe.com

  

Production Sites:

WELL SHIN ELECTRONIC (KUN SHAN) CO LTD
(JINXI DEVELOPMENT AREA)
KUN KAI RD
KUNSHAN, JIN XI TOWN
SUZHOU, 215324 JIANGSU China

External Certification Information:
1807779, issued on 2018-03-28 by Intertek Semko AB

Additional Information:
H05VVH2-F
Number of cores: 2
Conductor area: 0,75-1 mm²
Product information: Ordinary PVC-sheathed cord. All colours

H05VV-F
Number of cores: 2-5
Conductor area: 0,75-4 mm²
Product information: Ordinary PVC-sheathed cord. All colours



Appendix DEMKO CERTIFICATE
                                                  Certificate No.    D-06600
                                                                  Page    3/3
                                                    Date of Issue    2018-05-30

Certification Body UL International Demko A/S, Borupvang 5A, DK-2750
Ballerup, Denmark, Tel. +45 44 85 65 65, info.dk@ul.com
www.ul-europe.com













Product Thermoplastic insulated cord and flexible cable

Applicant Well Shin Technology Co., Ltd.
No. 196, Xin Hu 3rd Road, Nei Hu District
Taipei City 114, Tai Wan
Taiwan

Manufacturer Well Shin Technology Co., Ltd.
No. 196, Xin Hu 3rd Road, Nei Hu District
Taipei City 114, Tai Wan
Taiwan

Factory
See page 2

Ratings 2x0.75-4mm²

Trade mark WELL SHIN+D or K-WELL SHIN

Model / Type Ref. H05VV-F

Principal characteristics Ordinary PVC-sheathed cord, 300/500V. All colours
See next page(s)

A sample of the product was tested
and found to be in conformity with

CABL EN 50525-2-11:2011

Validity This certificate documents conformity with the standards shown, and also applies as license for use
of Nemkos name and certification mark. The certificate and license is valid as long as the
applicable conditions are complied with, and provided that any changes to the product are notified
to Nemko for acceptance prior to implementation. New standards or amendments to the standards
may imply that the product design must be updated and/or that re-testing and re-certification is
necessary.

Additional information
See next page(s)

Additional model(s) See next page(s)

CERTIFICATE
No. P13217853

Order No. 247604 Page 1/2

Date of issue 04-11-2013

Signature

Skule Moe

Certification Department

Nemko AS Office address Internet Telephone Fax
P.O. Box 73, Blindern Gaustadalléen 30 www.nemko.com +47 22 96 03 30 + 47 22 96 05 50
N-0314 Oslo, Norway Oslo Enterprise number: NO 974404532



Product Thermoplastic insulated cord and flexible cable

Pos. No 1

Model / Type Ref. H05VV-F

Trade mark (if different from page 1)

Rating 2-5G0.75-4mm²

Principal characteristics Ordinary PVC-sheathed cord, 300/500V. All colours

Product Thermoplastic insulated cord and flexible cable

Pos. No 2

Model / Type Ref. H05VVH2-F

Trade mark (if different from page 1)

Rating 2x0.75-1mm²

Principal characteristics Ordinary PVC-sheathed cord, 300/500V. All colours

Factories:

Dong Guan Well Shin Electronic Products Co., Ltd.
Changlong Village, Huangjiang Town
Dongguan, Guangdong 523766
China

Well Shin Electronic (Kun Shan) Co., Ltd.
No. 389 Kunkai Road, Jinxi Town, Kunshan City
Jiangsu Province 215324
China

CERTIFICATE
No. P13217853

Order No. 247604 Page 2/2

Date of issue 04-11-2013

Signature

Skule Moe

Certification Department

Nemko AS Office address Internet Telephone Fax
P.O. Box 73, Blindern Gaustadalléen 30 www.nemko.com +47 22 96 03 30 + 47 22 96 05 50
N-0314 Oslo, Norway Oslo Enterprise number: NO 974404532
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IEC CONFIGURATION 
 

Cat. No. Config. Cord AWG Electrical A/V Sec. Fig. C-UL 
WS-003,-003A C14 18,17,16,15,

14/3 
10,10,13,15,15/ 
125,250 

3 1 Yes 

WS-003C-1, -
2, -R, -L 

C14 18,17,16,15,
14/3 

10,10,13,15,15/1
25,250 

3 4 Yes 

WS-079 C8 18,16/2 (2.5),10,13/125 
or 250 

1 12 Yes 

WS-079C C8 18,16/2 (2.5),10,13/125 
or 250 

1 - Yes 

WS-079-1 C8 18/2 10/125,250 1 12A Yes 
WS-003D C20 17,16,15,14,

12/3 
10,13,15,18,20/ 
125 or 250 

3 2 Yes 

WS-003D-L, -R C20 16,15,14,12/
3 

13,15,18,20/125,
250 

3 5,6 Yes 

WS-003E C18 18,16,14/2 10,13,15/125,250 3 3 Yes 
WS-134 C6 18/3 10/125,250 3 7 Yes 
WS-003-4 C14 18,17,16/3 10,10,13/125 or 

250 
3 8 Yes 

WS-003D-4 C20 16,14,12/3 13,16,20/125 or 
250 

3 9 Yes 

WS-134-1 C6 18/3 7,10/125 or 250 3 10 Yes 
WS-079-3 C8 18,18,16/2 2.5,10,13/125 or 

250 
3 11 Yes 

WS-003A-1 C14 18,17/3 10,10/250 3 12,13 Yes 
 
 
NON-STANDARD CONFIGURATION 
 

Cat. No. Cord AWG Electrical A/V Sec. Fig. C-UL
      
PPC-25P-A,-B,-C,-D,-E 12/3 25/250 1 11 Yes 
PPC-25P-5A,-B,-C,-D 10/5 30/250 1 13 Yes 
PPC-25P-5AL,-BL,-CL,-DL 10/5 30/250 1 13 Yes 
WS-001B14 16,14/2 13,15/125 1 18 Yes 
WS-196 10/3 30/250 1 20 Yes 
WS-196-1 10/3 30/125 1 20 Yes 
WS-197 14,12/3 16,16/125 1 21 Yes 
WS-197-1 14,12/3 16,16/250 1 21 Yes 

 

PT1
矩形





Geräteanschlußstecker, nichtwiederanschließbar
Plug connector, non-rewirable

Typ(en) / Type(s):

1) WS-003
2) WS-003C-L
3) WS-003C-R
4) WS-003C-1
5) WS-003C-2

Bemessungsspannung AC 250 V
Rated voltage

Bemessungsstrom 10 A
Rated current

Polzahl 2-polig mit Schutzkontakt
Number of poles 2-pole with earthing contact

Bauart Normblatt E
Kind of construction standard sheet E

Ausführung(en) zentrale Leitungseinführung
Construction(s) straight cable entry

Für / for  1)

links abgewinkelte Leitungseinführung
left angled cable entry
Für / for  2)

rechts abgewinkelte Leitungseinführung
right angled cable entry
Für / for  3)

nach unten abgewinkelte Leitungseinführung
down angled cable entry
Für / for  4)

nach oben abgewinkelte Leitungseinführung
up angled cable entry
Für / for  5)

 

Ausweis-Nr. /
Certificate No.

40032172

VDE Prüf- und Zertifizierungsinstitut GmbH * Testing and Certification Institute_____________________________________________________________________
Merianstrasse 28, D-63069 Offenbach Phone   +49 (0) 69 83 06-0

Telefax +49 (0) 69 83 06-555

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder

Well Shin Technology Co., Ltd., No. 196 Xinhu 3rd Road, 114 NEIHU DISTRICT, TAIPEI CITY,
TAIWAN

Aktenzeichen / File ref. Datum / Date 

1528100-1550-0003 / 144390 / FG31 / E 2011-03-23

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40032172
This supplement is only valid in conjunction with page 1 of the Certificate No. 40032172.
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Fortsetzung siehe Blatt 3 /
continued on page 3

VDE Prüf- und Zertifizierungsinstitut
Zeichengenehmigung



Produktinformation siehe Anlage Nr. 300 + 400 + 900
Product information see Appendix No. 300 + 400 + 900

_____________________________________________________________________
Dieser Zeichengenehmigungs-Ausweis bildet eine Grundlage für die EG-Konformitätserklärung und
CE-Kennzeichnung durch den Hersteller oder dessen Bevollmächtigten und bescheinigt die Konformität
mit den grundlegenden Schutzanforderungen der EG-Niederspannungsrichtlinie 2006/95/EG mit ihren
Änderungen.
This Marks Approval is a basis for the EC Declaration of Conformity and the CE Marking by the
manufacturer or his agent and proves the conformity with the essential safety requirements of the
EC Low-Voltage Directive 2006/95/EC including amendments. 

 
VDE Prüf- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Fachgebiet FG31
Section FG31 

Ausweis-Nr. /
Certificate No.

40032172

VDE Prüf- und Zertifizierungsinstitut GmbH * Testing and Certification Institute_____________________________________________________________________
Merianstrasse 28, D-63069 Offenbach Phone   +49 (0) 69 83 06-0

Telefax +49 (0) 69 83 06-555

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder

Well Shin Technology Co., Ltd., No. 196 Xinhu 3rd Road, 114 NEIHU DISTRICT, TAIPEI CITY,
TAIWAN

Aktenzeichen / File ref. Datum / Date 

1528100-1550-0003 / 144390 / FG31 / E 2011-03-23

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40032172
This supplement is only valid in conjunction with page 1 of the Certificate No. 40032172.
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VDE Prüf- und Zertifizierungsinstitut
Zeichengenehmigung



DEMKO CERTIFICATE

Certification Manager
Jan-Erik Storgaard

The product and production sites listed on the certificate comply with the D-mark requirements and the UL
Global Service Agreement, with reference to Terms and Conditions for the D mark. The Owner of the
certificate is entitled to use the d or for cables <DEMKO>, for the products listed on the certificate and
manufactured at the production sites listed. UL has to be informed in writing about any changes to the
product or production site in accordance with the Term and Conditions of the D mark. The validity of the
certificate is shortened if the EU legislation require re-testing and re-certification due to new standards or
amendments coming into force before the expiry date.

Certification Body UL International Demko A/S, Borupvang 5A, DK-2750
Ballerup, Denmark, Tel. +45 44 85 65 65, 
info.dk@ul.com
www.ul-europe.com

Certificate No. D-01941
Page 1/3

Date of Issue 2012-11-27

Certificate Holder WELL SHIN TECHNOLOGY CO LTD
196 XINHU 3RD
NEIHU DISTRICT
TAIPEI, 114  Taiwan

Manufacturer WELL SHIN TECHNOLOGY CO LTD
196 XINHU 3RD
NEIHU DISTRICT
TAIPEI, 114  Taiwan

Production site DONGGUAN WELL SHIN ELECTRONIC PRODUCTS CO LTD
CHANG LONG CONTROL DISTRICT
HWANG JIANG CHENG
DONGGUAN, 523766 GUANGDONG China

See Page 2

Certified Product Plug Connector, non-rewirable
Model WS-003C-1, WS-003, WS-003C-2, WS-003C-L, WS-003C-R

Trademark WELL SHIN

 
Rated Voltage / Frequency 250 V ac

Rated Current / Power 10 A
Insulation Class -

Degree of protection (IP) -
Tested acc. to EN 60320-1:2001/A1:2007, EN 60320-1:2001, EN 60320-2-2:1998

Test Report No. 12CA62382 issued on 2012-11-28
Additional

Expire date 2022-11-27



Appendix DEMKO CERTIFICATE
                                                  Certificate No.    D-01941
                                                                  Page    2/3
                                                    Date of Issue    2012-11-27

Certification Body UL International Demko A/S, Borupvang 5A, DK-2750
Ballerup, Denmark, Tel. +45 44 85 65 65, 
info.dk@ul.com
www.ul-europe.com

  

Production Sites:

WELL SHIN ELECTRONIC (KUN SHAN) CO LTD
(JINXI DEVELOPMENT AREA)
KUN KAI RD
KUNSHAN, JIN XI TOWN
SUZHOU, 215324 JIANGSU China

Additional Information:
For class I equipment.  This is to replace D mark certificate 313465-03 issued 2011-01-18 due to update certificate. 

Standard Sheet: E (IEC/EN 60320-2-2)

WS-003 straight version
WS-003C-L left angled version
WS-003C-R right angled version
WS-003C-1 front angled version
WS-003C-2 reserve front angled version

Flexible cord: 
WS-003 Series with H05VV-F 3G0.75 mm² , H05VV-F 3G1.0 mm²  or H05VV-F 3G1.5 mm²



Appendix DEMKO CERTIFICATE
                                                  Certificate No.    D-01941
                                                                  Page    3/3
                                                    Date of Issue    2012-11-27

Certification Body UL International Demko A/S, Borupvang 5A, DK-2750
Ballerup, Denmark, Tel. +45 44 85 65 65, 
info.dk@ul.com
www.ul-europe.com







EA693
DAT94008556

per i seguenti prodotti for the following products

Spine di connettore di 
interconnessione

( Rif. di tipo WS-003 )

CID:

C.1993.621   

PID:

02118100

Emesso il | Issued on 1993-01-15

Aggiornato il | Updated on 2018-01-31

WELL SHIN TECHNOLOGY CO. LTD 
NO. 196, XIN HU 3 RD.,NEI HU DISTRICT

114 TAIPEI
TW - Taiwan

IMQ

Interconnection plugs connector
( Type ref. WS-003 )

S.p.A.

IMQ, ente di certificazione accreditato, 
autorizza la ditta

IMQ, accredited certification body, grants to 

all'uso del marchio the licence to use the mark

Il presente certificato è 
soggetto alle condizioni 
previste nel Regolamento 
"MARCHI IMQ - 
Regolamento per la 
certificazione di prodotti" ed 
è relativo ai prodotti 
descritti nell'Allegato al 
presente certificato.

This certificate is subjected to 
the conditions foreseen by Rules 
“IMQ MARKS - RULES for 
product certification” and is 
relevant to the products listed in 
the annex to this certificate.

Sostituisce | Replaces 2011-08-03

Certificato di approvazione

Approval certificate



DAT94008556

EA693

Norme / Specifiche tecniche

Concessionario | Licence Holder

Costruito a | Manufactured at

Rapporti | Test Reports

Prodotto | Product

Spine di connettore di interconnessione
Interconnection plugs connector

Articoli (con dettagli) | Articles (with details)

Allegato - Certificato di approvazione

Annex - Approval certificate

Caratteristiche tecniche | Technical characteristics

Copia del presente certificato deve essere conservata presso i luoghi di produzione 
sopra elencati.

Copy of this certificate must be available at the manufacturing places listed above

Emesso il | Issued on 1993-01-15

Aggiornato il | Updated on 2018-01-31

Sostituisce | Replaces 2011-08-03

Marchio | Mark
IMQ

Standards / Technical specifications
Prodotto/i conforme/i alle Norme/Specifiche tecniche: Product/s complying to Standards/Technical specifications:

EN 60320-1:2015

EN 60320-3:2014

Prodotti conformi agli obiettivi di sicurezza della Direttiva B.T. 
2014/35/UE (Allegato I).

WELL SHIN TECHNOLOGY CO. LTD 
NO. 196, XIN HU 3 RD.,NEI HU DISTRICT

114 TAIPEI
TW - Taiwan

PI.G000E6 C02155159 215324 SU ZHOU COUNTY, JIANG SU PR. China
PI.F000EG C02036823 523766 DONG GUAN, GUANDONG PR. China

MI17-0019780-01

DAT94008556.1

Marca | Trade mark WELL SHIN

Riferimento di tipo | Type reference WS-003

Tipo di cavo | Type of cable H05VV-F

Sezione nominale | Section areas 3G0,75 mm²

DAT94008556.2

Marca | Trade mark WELL SHIN

Riferimento di tipo | Type reference WS-003

Tipo di cavo | Type of cable H05VV-F

Sezione nominale | Section areas 3G1 mm²

AR.G006X2

Marca | Trade mark WELL SHIN

Riferimento di tipo | Type reference WS-003

Designazione | Type designation 2P+T  foglio E / 2P+E  S.S. E

Tensione nominale | Rated voltage 250 V

Corrente nominale | Rated current 10 A

Tipo di morsetti | Type of terminals morsetti aggraffati / crimped connections

Materiale della custodia | Material of the cover termoplastico / thermoplastic

Uscita cavo | Cable exit assiale / straight

EN 60320-1:2015

EN 60320-3:2014

Products meeting the safety objectives of Low Voltage Directive 
2014/35/EU (Annex I).
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DAT94008556

EA693

Ulteriori informazioni |Additional Information

La spina di connettore mobile è prodotta con il seg uente inserto:
marca WELL SHIN, art. WS-003, colore nero.

The non-rewirable plug connector is manufactured wi th the following insert:
trade mark WELL SHIN, art. WS-003, black  colour.

Tipo di cavo | Type of cable H05VV-F

Sezione nominale | Section areas 3G1,50 mm²

Componenti | Component List

Type ref. WS-003

Tipo | Type Costruttore | Manufacturer Riferimento | Type Ref. Dati | Data Norme | Standard (*) Marchi | Marks(*)

2/4 WELL SHIN +D H05VV-F VDE-Cavo/Cable

Emesso il | Issued on 1993-01-15 Data di aggiornamento | Updated on 2018-01-31 Sostituisce | Replaces 2011-08-03

Ciascun componente è contraddistinto da un numero a vente il 
seguente significato:
1 - Componente marchiato e sostituibile con altro p ure 
    marchiato con caratteristiche equivalenti
2 - Componente sostituibile solo previa autorizzazi one 
    dell'IMQ
3 - Componente (integrato nell'apparecchio utilizza tore) 
    provato congiuntamente all'apparecchio utilizza tore
4 - Componente in alternativa
5 - Componente per uso opzionale
6 - Componente da abbinare

Each component is signed by a number having the fol lowing 
meaning:
1 - Approved component replaceable with another one  also
    approved with equivalent characteristics
2 - Component replaceable with IMQ authorization on ly

3 - Integrated component tested together with appli ances

4 - Alternative component
5 - Component for optional use
6 - Component to be matched

(*) Queste colonne sono compilate a cura di IMQ / These colomns are filled in by IMQ

Diritti di concessione | Annual Fees

DAT94008556 BTS.021100.DA19 Importo modelli IMQ - 0211 - Prese, spine e connettori di uso domestico | IMQ models - 0211 - Plugs 
and appliance couplers for domestic purposes

1
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Product Plug connector

Applicant Well Shin Technology Co., Ltd.
No. 196, Xin Hu 3rd Road
Nei Hu District, Taipei City 114
Taiwan

Manufacturer Well Shin Technology Co., Ltd.
No. 196, Xin Hu 3rd Road
Nei Hu District, Taipei City 114
Taiwan

Factory
See page 2

Ratings 10A 250V~

Trade mark WELL SHIN

Model / Type Ref. WS-003 series

Principal characteristics Plug connector, with cord H05VV-F 3G0.75-1.5mm².
Standard Sheet E. IP20

See next page(s)

A sample of the product was tested
and found to be in conformity with

INST EN 60320-1:2001;A1
EN 60320-2-2:1998

Validity This certificate documents conformity with the standards shown, and also applies as license for use
of Nemkos name and certification mark. The certificate and license is valid as long as the
applicable conditions are complied with, and provided that any changes to the product are notified
to Nemko for acceptance prior to implementation.
New standards or amendments to the standards may imply that the product design must be
updated and/or that re-testing and re-certification is necessary.

Additional information WS-003 series includes models as follows:

-WS-003 - straight version
-WS-003C-L - left angled version
-WS-003C-R - right angled version
-WS-003C-1 front angled version
-WS-003C-2 reverse front angled version

See next page(s)

Additional model(s) See next page(s)

CERTIFICATE
No. P11213681

Order No. 165165 Page 1/2

Date of issue 14-01-2011

Signature

Geir Hørthe

Certification Department

Nemko AS Office address Internet Telephone Fax
P.O. Box 73, Blindern Gaustadalléen 30 www.nemko.com +47 22 96 03 30 + 47 22 96 05 50
N-0314 Oslo, Norway Oslo Enterprise number: NO 974404532



Factories:

Dongguan Well Shin Electronic Products Co., Ltd.
Chang Long Control District , Hwang Jiang Cheng
Dongguan, 523766 Guangdong
China

Well Shin Electronic (Kun Shan) Co., Ltd.
Kun Kai Road, Jin Xi Town, Jin Xi Development Area
Kun Shan City, Suzhou City, Jiangsu Province 215324
China

CERTIFICATE
No. P11213681

Order No. 165165 Page 2/2

Date of issue 14-01-2011

Signature

Geir Hørthe

Certification Department

Nemko AS Office address Internet Telephone Fax
P.O. Box 73, Blindern Gaustadalléen 30 www.nemko.com +47 22 96 03 30 + 47 22 96 05 50
N-0314 Oslo, Norway Oslo Enterprise number: NO 974404532

































File E115330SP Vol. 1 Index Page 1C Issued:  1988-09-01 
 Revised:  2013-11-22 
 
 
CORD CONNECTOR: 
 
 
NEMA CONFIGURATION 
 
 

Cat. No Config Cord AWG Electrical A/V Sec. FIG. C-UL
WS-232-1 TT 10/3 30/125 2 53 Yes
WS-232-2 TT 10/3 30/125 2 54 Yes
WS-262-A 14-50R 10,6/4 30,50/125,250 2 55 Yes
  6/3 & 8/1 50/125,250 2 - Yes
WS-262-C 14-50R 10,6/4 30,50/125,250 2 56 Yes
  6/3 & 8/1 50/125,250 2 - Yes
WS-113-6 L5-30R 12,10/3 25,30/125 6 3 Yes
WS-232-4 TT-30R 10/3 30/125 6 4 Yes
WS-022-9 5-15R 18,16,14/3 10,13,15/125 6 13 Yes

 
 
IEC CONFIGURATION 
 

Cat. No. Config Cord AWG A/V Sec. FIG. C-UL

WS-002 C13
18,18,17,16, 
15,14,12/3

7,10,10,13,15,15,15
/125,250 2 1 Yes

WS-002 
(A.C.1) C13 18/3 7,10/125,250 2 60 Yes

WS-002-2 C13
18,18,16,15, 
14,12/3 

7,10,13,15,15,15/12
5,250 2 1 No

WS-002A-R C13
18,18,17,16, 
14/3 

7,10,10,13,15/125, 
250 2 1 Yes

WS-002A-L C13
18,18,17,16, 
14/3 

7,10,10,13,15/125, 
250 2 1 Yes

WS-002B C13
18,18,17,16, 
14/3 

7,10,10,13,15/125, 
250 2 1 Yes

WS-002C C15 18,17,16,14/3 10,10,13,15/125,250 2 1 Yes
WS-002C-1 C15 18,16,14/3 10,13,15/125,250 2 - Yes
WS-002C-2 C15 18,16,14/3 10,13,15/125,250 2 - Yes
WS-002C-5 C15 18,16,14/3 10,13,15/125,250 2 - Yes
WS-002C-0 C15 18,16,14/3 10,13,15/125,250 2 1-1 Yes
WS-002F-3 C19 16,14,12/3 13,15,20/250 2 57 Yes

 

PT1
矩形





Gerätesteckdose, nicht-wiederanschließbar
Connector, non-rewirable

Typ(en) / Type(s):

1 WS-002
2 WS-002A-L
3 WS-002A-R
4 WS-002B
5 WS-002B1

Bemessungsspannung AC 250 V
Rated voltage

Bemessungsstrom 10 A
Rated current

Polzahl 2-polig mit Schutzkontakt
Number of poles 2-pole with earthing contact

Bauart Normblatt C13
Kind of construction standard sheet C13

PAK Das Produkt entspricht den Anforderungen gemäß PAK-Dokument
ZEK 01.2-08.

PAH The product is in accordance with the requirements of
PAH-document ZEK 01.2-08.

Produktinformation siehe Anlage Nr. 300 + 400 + 900
Product information see Appendix No. 300 + 400 + 900

_____________________________________________________________________

Ausweis-Nr. /
Certificate No.

40012176

VDE Prüf- und Zertifizierungsinstitut GmbH * Testing and Certification Institute_____________________________________________________________________
Merianstrasse 28, D-63069 Offenbach Phone   +49 (0) 69 83 06-0

Telefax +49 (0) 69 83 06-555

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder

Well Shin Technology Co., Ltd., No. 196 Xinhu 3rd Road, 114 NEIHU DISTRICT, TAIPEI CITY,
TAIWAN

Aktenzeichen / File ref. letzte Änderung / updated Datum / Date 

1528100-1550-0001 / 139336 / FG31 / E 2011-01-11 2004-11-10

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40012176.
This supplement is only valid in conjunction with page 1 of the Certificate No. 40012176.

 

 

Blatt /
page
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Fortsetzung siehe Blatt 3 /
continued on page 3

VDE Prüf- und Zertifizierungsinstitut
Zeichengenehmigung



Dieser Zeichengenehmigungs-Ausweis bildet eine Grundlage für die EG-Konformitätserklärung und
CE-Kennzeichnung durch den Hersteller oder dessen Bevollmächtigten und bescheinigt die Konformität
mit den grundlegenden Schutzanforderungen der EG-Niederspannungsrichtlinie 2006/95/EG mit ihren
Änderungen.
This Marks Approval is a basis for the EC Declaration of Conformity and the CE Marking by the
manufacturer or his agent and proves the conformity with the essential safety requirements of the
EC Low-Voltage Directive 2006/95/EC including amendments. 

 
VDE Prüf- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Fachgebiet FG31
Section FG31 

Ausweis-Nr. /
Certificate No.

40012176

VDE Prüf- und Zertifizierungsinstitut GmbH * Testing and Certification Institute_____________________________________________________________________
Merianstrasse 28, D-63069 Offenbach Phone   +49 (0) 69 83 06-0

Telefax +49 (0) 69 83 06-555

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder

Well Shin Technology Co., Ltd., No. 196 Xinhu 3rd Road, 114 NEIHU DISTRICT, TAIPEI CITY,
TAIWAN

Aktenzeichen / File ref. letzte Änderung / updated Datum / Date 

1528100-1550-0001 / 139336 / FG31 / E 2011-01-11 2004-11-10

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40012176.
This supplement is only valid in conjunction with page 1 of the Certificate No. 40012176.

 

 

Blatt /
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3

VDE Prüf- und Zertifizierungsinstitut
Zeichengenehmigung



DEMKO CERTIFICATE

Certification Manager
Jan-Erik Storgaard

This is to certify that representative sample(s) of the Product described herein ("Certified Product") have
been investigated and found in compliance with the Standard(s) indicated on this Certificate, in
accordance with the D Mark Requirements.  The Designated Certificate holder is entitled to use the d or
for cables <DEMKO> for the Certified Product manufactured at the production site(s) identified above, in
accordance with the D Mark Service Agreement, including without limitation the D Mark Testing and
Certification Services Service Terms.  Only those Products bearing the D Mark should be considered as
being covered by UL's D Mark Service. This Certificate shall remain valid through the expiration date,
unless terminated earlier in accordance with the Service Agreement including without limitation if the
Standard identified on this Certificate is amended or withdrawn prior the expiration date.

Certification Body UL International Demko A/S, Borupvang 5A, DK-2750
Ballerup, Denmark, Tel. +45 44 85 65 65, 
info.dk@ul.com
www.ul-europe.com

Certificate No. D-04624
Page 1/3

Date of Issue 2015-10-27

Certificate Holder Well Shin Technology Co Ltd
196 XINHU 3RD
NEIHU DISTRICT
TAIPEI, 114  Taiwan

Manufacturer Well Shin Technology Co Ltd
196 XINHU 3RD
NEIHU DISTRICT
TAIPEI, 114  Taiwan

Production site Dong Guan Well Shin Electronic Products Co., Ltd.
Changlong Village, Huangjiang Town Dongguan, GUANGDONG 
523766
CHINA

See Page 2

Certified Product Connector, non-rewirable
Model WS-002, WS-002A-L, WS-002A-R, WS-002B, WS-002B1

See Page 2
Trademark WELL SHIN

 
Rated Voltage / Frequency 250 V~

Rated Current / Power 10 A
Insulation Class -

Degree of protection (IP) -
Tested acc. to EN 60320-1:2001/A1:2007, EN 60320-1:2001

Test Report No. NCS/FI 29293 issued on 2015-10-01
Additional This certificate replaces previous certificate No. D-315560-01, due to 

new testing.
Expire date 2020-10-01



Appendix DEMKO CERTIFICATE
                                                  Certificate No.    D-04624
                                                                  Page    2/3
                                                    Date of Issue    2015-10-27

Certification Body UL International Demko A/S, Borupvang 5A, DK-2750
Ballerup, Denmark, Tel. +45 44 85 65 65, info.dk@ul.com
www.ul-europe.com

Model Details:
WS-002,WS-002A-L,WS-002A-R,WS-002B,WS-002B1  with cord H05VV-F 3G0,75-1-1,5

Production Sites:
Well Shin Electronic (Kun Shan) Co., Ltd.
No. 389, Kunkai Road Jinxi Town, Kunshan City JIANGSU PROVINCE 215324
CHINA

External Certification Information:
This is based on certificate No. NCS/FI 29293 date on 2015-10-01 issued by SGS Fimko Ltd.

Additional Information:
Standard sheet C 13

WS-002 versions:
- WS-002      straight version
- WS-002A-L   left angled version
- WS-002A-R   right angled version
- WS-002B     front angled version
- WS-002B1    reverse front angled version



Appendix DEMKO CERTIFICATE
                                                  Certificate No.    D-04624
                                                                  Page    3/3
                                                    Date of Issue    2015-10-27

Certification Body UL International Demko A/S, Borupvang 5A, DK-2750
Ballerup, Denmark, Tel. +45 44 85 65 65, info.dk@ul.com
www.ul-europe.com





EA513
DAT94003929

per i seguenti prodotti for the following products

Prese di connettore 
indissolubilmente collegate al 

cavo
( Rif. di tipo WS-002 )

CID:

C.1993.621   

PID:

02115100

Emesso il | Issued on 1992-12-02

Aggiornato il | Updated on 2018-01-31

WELL SHIN TECHNOLOGY CO. LTD 
NO. 196, XIN HU 3 RD.,NEI HU DISTRICT

114 TAIPEI
TW - Taiwan

IMQ

Non-rewirable connectors
( Type ref. WS-002 )

S.p.A.

IMQ, ente di certificazione accreditato, 
autorizza la ditta

IMQ, accredited certification body, grants to 

all'uso del marchio the licence to use the mark

Il presente certificato è 
soggetto alle condizioni 
previste nel Regolamento 
"MARCHI IMQ - 
Regolamento per la 
certificazione di prodotti" ed 
è relativo ai prodotti 
descritti nell'Allegato al 
presente certificato.

This certificate is subjected to 
the conditions foreseen by Rules 
“IMQ MARKS - RULES for 
product certification” and is 
relevant to the products listed in 
the annex to this certificate.

Sostituisce | Replaces 2011-08-03

Certificato di approvazione

Approval certificate



DAT94003929

EA513

Norme / Specifiche tecniche

Concessionario | Licence Holder

Costruito a | Manufactured at

Rapporti | Test Reports

Prodotto | Product

Prese di connettore indissolubilmente collegate al cavo
Non-rewirable connectors

Articoli (con dettagli) | Articles (with details)

Allegato - Certificato di approvazione

Annex - Approval certificate

Caratteristiche tecniche | Technical characteristics

Copia del presente certificato deve essere conservata presso i luoghi di produzione 
sopra elencati.

Copy of this certificate must be available at the manufacturing places listed above

Emesso il | Issued on 1992-12-02

Aggiornato il | Updated on 2018-01-31

Sostituisce | Replaces 2011-08-03

Marchio | Mark
IMQ

Standards / Technical specifications
Prodotto/i conforme/i alle Norme/Specifiche tecniche: Product/s complying to Standards/Technical specifications:

EN 60320-1:2015

EN 60320-3:2014

Prodotti conformi agli obiettivi di sicurezza della Direttiva B.T. 
2014/35/UE (Allegato I).

WELL SHIN TECHNOLOGY CO. LTD 
NO. 196, XIN HU 3 RD.,NEI HU DISTRICT

114 TAIPEI
TW - Taiwan

PI.G000E6 C02155159 215324 SU ZHOU COUNTY, JIANG SU PR. China
PI.F000EG C02036823 523766 DONG GUAN, GUANDONG PR. China

MI17-0019779-01

DAT94003929.1

Marca | Trade mark WELL SHIN

Riferimento di tipo | Type reference WS-002

Tipo di cavo | Type of cable H05VV-F

Sezione nominale | Section areas 3G0,75 mm²

DAT94003929.2

Marca | Trade mark WELL SHIN

Riferimento di tipo | Type reference WS-002

Tipo di cavo | Type of cable H05VV-F

Sezione nominale | Section areas 3G1 mm²

AR.G006VD

Marca | Trade mark WELL SHIN

Designazione | Type designation 2P+T foglio C13 / 2P+E S.S. C13

Tensione nominale | Rated voltage 250 V

Corrente nominale | Rated current 10 A

Tipo di applicazione | Type of application calda / for hot conditions

Tipo di morsetti | Type of terminals morsetti aggraffati / crimped connections

Materiale della custodia | Material of the cover termoplastico / thermoplastic

Uscita cavo | Cable exit assiale / straight

EN 60320-1:2015

EN 60320-3:2014

Products meeting the safety objectives of Low Voltage Directive 
2014/35/EU (Annex I).
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DAT94003929

EA513

Ulteriori informazioni |Additional Information

La presa di connettore rif. Di tipo WS-002 è prodot ta con il seguente inserto:
- Marca WELL SHIN, art. "WS-002 insert"; colore nat urale

The non-rewirable connector type ref. WS-002 is man ufactured with the following insert:
- Trade mark WELL SHIN, art. "WS-002 insert"; natur al colour

Riferimento di tipo | Type reference WS-002

Tipo di cavo | Type of cable H05VV-F

Sezione nominale | Section areas 3G1,50 mm²

Componenti | Component List

Type ref. WS-002

Tipo | Type Costruttore | Manufacturer Riferimento | Type Ref. Dati | Data Norme | Standard (*) Marchi | Marks(*)

2/4 WELL SHIN+ D H05VV-F VDE-Cavo/Cable

Emesso il | Issued on 1992-12-02 Data di aggiornamento | Updated on 2018-01-31 Sostituisce | Replaces 2011-08-03

Ciascun componente è contraddistinto da un numero a vente il 
seguente significato:
1 - Componente marchiato e sostituibile con altro p ure 
    marchiato con caratteristiche equivalenti
2 - Componente sostituibile solo previa autorizzazi one 
    dell'IMQ
3 - Componente (integrato nell'apparecchio utilizza tore) 
    provato congiuntamente all'apparecchio utilizza tore
4 - Componente in alternativa
5 - Componente per uso opzionale
6 - Componente da abbinare

Each component is signed by a number having the fol lowing 
meaning:
1 - Approved component replaceable with another one  also
    approved with equivalent characteristics
2 - Component replaceable with IMQ authorization on ly

3 - Integrated component tested together with appli ances

4 - Alternative component
5 - Component for optional use
6 - Component to be matched

(*) Queste colonne sono compilate a cura di IMQ / These colomns are filled in by IMQ

Diritti di concessione | Annual Fees

DAT94003929 BTS.021100.DA19 Importo modelli IMQ - 0211 - Prese, spine e connettori di uso domestico | IMQ models - 0211 - Plugs 
and appliance couplers for domestic purposes

1
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Product Connector

Applicant Well Shin Technology Co., Ltd.
No. 196, Xin Hu 3rd Road, Nei Hu District
Taipei City 114
Taiwan

Manufacturer Well Shin Technology Co., Ltd.
No. 196, Xin Hu 3rd Road, Nei Hu District
Taipei City 114
Taiwan

Factory
See page 2

Ratings 10A 250V AC

Trade mark WELL SHIN

Model / Type Ref. WS-002 series

Principal characteristics Non-rewirable connector for Class I equipment, with cord H05VV-F
3G0.75-1.5mm². Standard Sheet C13. WS-002 series covers
different types with cable entry according to specification. IP20.

See next page(s)

A sample of the product was tested
and found to be in conformity with

INST EN 60320-1:2001;A1

Validity This certificate documents conformity with the standards shown, and also applies as license for use
of Nemkos name and certification mark. The certificate and license is valid as long as the
applicable conditions are complied with, and provided that any changes to the product are notified
to Nemko for acceptance prior to implementation.
New standards or amendments to the standards may imply that the product design must be
updated and/or that re-testing and re-certification is necessary.

Additional information Additional information on page 2

Additional model(s) See next page(s)

CERTIFICATE
No. P10213258

Order No. 160105 Page 1/2

Date of issue 29-10-2010

Signature

Geir Hørthe

Certification Department

Nemko AS Office address Internet Telephone Fax
P.O. Box 73, Blindern Gaustadalléen 30 www.nemko.com +47 22 96 03 30 + 47 22 96 05 50
N-0314 Oslo, Norway Oslo Enterprise number: NO 974404532



Factories:

Dongguan Well Shin Electronic Products Co., Ltd.
Chang Long Control District Hwang Jiang Cheng
DongGuan Guandong 523766
China

Well Shin Electronic (Kun Shan) Co., Ltd.
Kun Kai Road, Jin Xi Town, Jin Xi Development Area
Kun Shan City, Suzhou City Jiangsu Province 215324
China

Additional information WS-002 series covers types as follows:

-WS-002 Straight cable entry
-WS-002A-L Left angled cable entry
-WS-002A-R Right angled cable entry
-WS-002B Front angled cable entry
-WS-002B1 Reverse front angled cable entry

CERTIFICATE
No. P10213258

Order No. 160105 Page 2/2

Date of issue 29-10-2010

Signature

Geir Hørthe

Certification Department

Nemko AS Office address Internet Telephone Fax
P.O. Box 73, Blindern Gaustadalléen 30 www.nemko.com +47 22 96 03 30 + 47 22 96 05 50
N-0314 Oslo, Norway Oslo Enterprise number: NO 974404532
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