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Kitemark™ Certificate

This is to certify that: Dong Guan Well Shin
Electronic Products Co Ltd
Chang Long Control District
Hwang Jiang Cheng
Dong Guan City
Guangdong
523766
China

Holds Certificate Number: KM 38959

In respect of:

BS 1363 Parts 1-5
Plugs, Socket-outlets, Adaptors and Fused Connection units.

This issues the right and licence to use the Kitemark in accordance with the Kitemark Terms and Conditions
governing the use of the Kitemark, as may be updated from time to time by BSI Assurance UK Ltd (the "Conditions").
All defined terms in this Certificate shall have the same meaning as in the Conditions.

The use of the Kitemark is authorized in respect of the Product(s) detailed on this Certificate provided at or from the
above address.
 

For and on behalf of BSI: Chris Lewis - Certification Director, Product Certification
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The affixing of the Kitemark and the words 'Approved by BSI Licence No KM 38959' signify that the
13 A plugs detailed on this Kitemark Certificate are approved by BSI within the meaning of the Statutory Instrument
No 1768 1994 being 'The Plug and Socket etc. (Safety) Regulations 1994'.

Approval remains in force concurrent with the BSI certification year of 1 May  -  30 April and will automatically lapse
at midnight 30 April.

It is a condition of approval that the Licensee maintains strict compliance with the requirements of both the Plug and
Socket etc. (Safety) Regulations 1994 and the Kitemark Conditions of Contract

Group 1: WS-012A non-rewireable plugs to BS 1363-1:2016 + A1:2018
Type Rating Colour Test Report Number
WS-012A 250 V Rough use Black, Cream,

White and Grey
AC000816, AC000985, 241/000061, 241/000116,
241/000218, 241/005311, 241/4644587,
241/4841012, 241/4885204, 241/4939871,
241/7071592 and 8110519.

Cable fitted: The cable types detailed below are considered suitable for incorporation in the plugs detailed above,
subject to the continuing validity of the cable approval.

Standard Size (mm2) Code Manufacturer Approval Rating
EN 50525-2-11 2 x 0.75 H03VVH2-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-11 2 x 0.75 H05VVH2-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-11 2 x 0.75 H03VV-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-11 2 x 0.75 H05VV-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-11 2 x 1 H05VV-F Well Shin VDE 40024164, 40007541 10 A

EN 50525-2-11 3 x 0.75 H05VV-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-11 3 x 1 H05VV-F Well Shin VDE 40024164, 40007541 10 A

EN 50525-2-11 3 x 1.5 H05VV-F Well Shin VDE 40024164, 40007541 13 A

EN 50525-2-22 3 x 0.75 H03RT-F Ta Tun VDE 40006216 6 A

EN 50525-2-21 2 x 1 H05RR-F Ta Tun VDE 40016695 10 A

EN 50525-2-21 2 x 1.5 H05RR-F Ta Tun VDE 40016695 13 A

EN 50525-2-21 3 x 0.75 H05RR-F Ta Tun VDE 40016695 6 A
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Cable fitted (continued)
Standard Size (mm2) Code Manufacturer Approval Rating
EN 50525-2-21 3 x 1.5 H05RR-F Ta Tun VDE 40016695 13 A

EN 50525-2-21 3 x 1.5 H05BB-F Ta Tun VDE 40009667 13 A

EN 50525-2-21 3 x 1 H05BB-F Ta Tun VDE 40009667 10 A

EN 50525-2-11 3 x 1.5 H05V2V2-F Well Shin VDE 40032696 13 A

EN 50525-2-11 3 x 1 H05V2V2-F Well Shin VDE 40032696 10 A

File E90165 18AWG*2C SJT Well Shin UL 10 A

File E90165 18AWG*2C SVT Well Shin UL 10 A

EN 50525-2-21 2 x 1 H07RN-F Well Shin VDE 40018727 10 A

EN 50525-2-21 2 x 1.5 H07RN-F Well Shin VDE 40018727 13 A

EN 50525-2-21 3 x 1 H07RN-F Well Shin VDE 40018727 10 A

EN 50525-2-21 3 x 1.5 H07RN-F Well Shin VDE 40018727 13 A

EN 50525-2-21 2 x 0.75 H05RN-F Well Shin VDE 40018727 6 A

EN 50525-2-21 2 x 1 H05RN-F Well Shin VDE 40018727 10 A

EN 50525-2-21 3 x 1 H05RN-F Well Shin VDE 40018727 10 A

EN 50525-2-21 2 x 0.75 H05RR-F Well Shin VDE 40018727 6 A

EN 50525-2-21 2 x 1 H05RR-F Well Shin VDE 40018727 10 A

EN 50525-2-21 2 x 1.5 H05RR-F Well Shin VDE 40018727 13 A

EN 50525-2-21 3 x 0.75 H05RR-F Well Shin VDE 40018727 6 A

EN 50525-2-21 3 x 1 H05RR-F Well Shin VDE 40018727 10 A

EN 50525-2-21 3 x 1.5 H05RR-F Well Shin VDE 40018727 13 A

Note 1:  Cable sets where non-rewireable plugs are used with a maximum flexible cable length of 2 m and a
0.75 mm² cross-sectional area may be rated 10 A.

Note 2:  The certified plugs type WS-012A has been assessed for ‘rough use’ and may be marked BS 1363/A.
The SJT 18AWG*2C and SVT 18AWG*2C is limited to supply direct to a manufacturer for incorporation in other
equipment. Due to the colours used to identify the conductors, this flexible cable is not appropriate for use on UK
installations.
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Group 1A: WS-012A non-rewireable ISOD plugs to BS 1363-1:2016 + A1:2018
Type Rating Colour Test Report Number
WS-012A 250 V Rough use Black, Cream,

White and Grey
AC000816, AC000985, 241/000061, 241/000116,
241/000218, 241/005311, 241/4644587,
241/4841012, 241/4885204, 241/4939871,
241/7071592, 241/7241393, 241/7304932 and
8110519.

Cable Fitted: The cable types detailed below are considered suitable for incorporation in the plugs detailed above,
subject to the continuing validity of the cable approval.

Standard Size (mm2) Code Manufacturer Approval Rating
File E90165 18AWG*2C SJT Well Shin UL 10 A

File E90165 18AWG*2C SVT Well Shin UL 10 A

EN 50525-2-11 2 x 0.75 H03VVH2-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-11 2 x 0.75 H05VVH2-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-11 2 x 0.75 H03VV-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-11 2 x 0.75 H05VV-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-21 2 x 0.75 H05RR-F Well Shin VDE 40018727 6 A

EN 50525-2-21 2 x 0.75 H05RN-F Well Shin VDE 40018727 6 A

EN 50525-2-11 2 x 1 H05VV-F Well Shin VDE 40024164, 40007541 10 A

EN 50525-2-21 2 x 1 H05RR-F Ta Tun VDE 40016695 10 A

EN 50525-2-21 2 x 1 H05RR-F Well Shin VDE 40018727 10 A

EN 50525-2-82 2 x 1 H05RN-F Well Shin VDE 40018727 10 A

EN 50525-2-21 2 x 1 H07RN-F Well Shin VDE 40018727 10 A

EN 50525-2-21 2 x 1.5 H05RR-F Ta Tun VDE 40016695 13 A

EN 50525-2-21 2 x 1.5 H05RR-F Well Shin VDE 40018727 13 A

EN 50525-2-21 2 x 1.5 H07RN-F Well Shin VDE 40018727 13 A

Note 1:  Cable sets where non-rewireable plugs are used with a maximum flexible cable length of 2 m and a
0.75 mm² cross-sectional area may be rated 10 A.

Note 2:  The certified plugs type WS-012A has been assessed for ‘rough use’ and may be marked BS 1363/A.
The SJT 18AWG*2C and SVT 18AWG*2C is limited to supply direct to a manufacturer for incorporation in other
equipment. Due to the colours used to identify the conductors, this flexible cable is not appropriate for use on UK
installations.
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Group 1B: WS-012A non-rewireable plugs with alternate cord guard to BS 1363-1:2016 + A1:2018
Type Rating Colour Test Report Number
WS-012A 250 V Rough use Black, Cream,

White and Grey
As per group 1A and 8110519.

Cable Fitted: The cable types detailed below are considered suitable for incorporation in the plugs detailed above,
subject to the continuing validity of the cable approval.

Standard Size (mm2) Code Manufacturer Approval Rating
EN 50525-2-11 3 x 0.75 H03VV-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-11 3 x 0.75 H05VV-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-21 3 x 0.75 H05RR-F Well Shin VDE 40018727 6 A

EN 50525-2-11 2 x 0.75 H05VV-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-11 2 x 1 H05VV-F Well Shin VDE 40024164, 40007541 10 A

EN 50525-2-11 3 x 1 H05VV-F Well Shin VDE 40024164, 40007541 10 A

EN 50525-2-21 3 x 1 H05RR-F Well Shin VDE 40018727 10 A

EN 50525-2-21 3 x 1.5 H05RR-F Well Shin VDE 40018727 13 A

EN 50525-2-11 3 x 1.5 H05VV-F Well Shin VDE 40024164, 40007541 13 A

Note 1:  Cable sets where non-rewireable plugs are used with a maximum flexible cable length of 2 m and a
0.75 mm² cross-sectional area may be rated 10 A.

Note 2:  The certified plugs type WS-012A has been assessed for ‘rough use’ and may be marked BS 1363/A.
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Group 2A: WS-012A-1 non-rewireable plugs to BS 1363-1:2016 + A1:2018, fitted with insert type
EA012A.

Type Rating Colour Test Report Number
WS-012A-1 250 V rough use Black, light blue,

dark blue, white,
light grey and dark
grey.

241/7103958, 241/7139960 (Well Shin email dated
15 February 2008), 7793410, 7915646, 8109679,
8273047, 8110519, 8335604 and 8489644.

Cable Fitted: The cable types detailed below are considered suitable for incorporation in the plugs detailed above,
subject to the continuing validity of the cable approval.

Standard Size (mm2) Code Manufacturer Approval Rating
EN 50525-2-11 2 x 0.75 H03VVH2-F Well Shin VDE 40024164, 40007541 6 A (10Note 1)

EN 50525-2-11 2 x 0.75 H05VVH2-F Well Shin VDE 40024164, 40007541 6 A (10Note 1)

EN 50525-2-11 2 x 0.75 H05V2V2-F Well Shin VDE 40032696 6 A

EN 50525-2-11 2 x 1 H05V2V2-F Well Shin VDE 40032696 10 A

EN 50525-2-11 2 x 0.75 H05V2V2H2-F Well Shin VDE 40032696 6 A (10Note 1)

EN 50525-2-11 2 x 1 H05V2V2H2-F Well Shin VDE 40032696 10 A

EN 50525-2-11 3 x 1 H05VV-F Well Shin VDE 40024164, 40007541 10 A

EN 50525-2-11 3 x 0.75 H05VV-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-21 3 x 1 H05RR-F Well Shin VDE 40018727 10 A

EN 50525-2-21 3 x 0.75 H05RR-F Well Shin VDE 40018727 6 A

EN 50525-2-21 3 x 0.75 H05RN-F Well Shin VDE 40018727 6 A

EN 50525-2-11 3 x 0.75 H03VV-F Well Shin VDE 40024164, 40007541 6 A

EN 50525-2-11 2 x 1 H05VV-F Well Shin VDE 40024164, 40007541 10 A

EN 50525-2-11 2 x 0.75 H05VV-F Well Shin VDE 40024164, 40007541 6 A (10Note 1)

EN 50525-2-11 3 x 1 H05V2V2-F Well Shin VDE 40032696 10 A

Note 1:  Type WS-012A-1 fitted with the indicated 0.75 mm² cables may be rated at 10 A for cable lengths of less
than 2 metres.

Note 2:  The certified plugs type WS-012A-1 has been assessed for ‘rough use’ and may be marked BS 1363/A.
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Group 2B: WS-012A-1 non-rewireable ISOD plugs to BS 1363-1:2016 + A1:2018, fitted with insert
type EA012A.

Type Rating Colour Test Report Number
WS-012A-1 250 V rough use Black, light blue,

dark blue, white,
light grey and dark
grey.

241/7103958, 241/7139960, Well Shin email dated
15 February 2008, 241/7241393, 241/7304932,
241/7432178, 8109679, 8273047 and 8489644.

Cable Fitted: The cable types detailed below are considered suitable for incorporation in the plugs detailed above,
subject to the continuing validity of the cable approval.

Standard Size (mm2) Code Manufacturer Approval Rating
EN 50525-2-11 2 x 0.75 H03VVH2-F Well Shin VDE 40024164, 40007541 6 A (10Note 1)

EN 50525-2-11 2 x 0.75 H05VVH2-F Well Shin VDE 40024164, 40007541 6 A (10Note 1)

EN 50525-2-11 2 x 1 H05VV-F Well Shin VDE 40024164, 40007541 10 A

EN 50525-2-11 2 x 0.75 H05VV-F Well Shin VDE 40024164, 40007541 6 A (10Note 1)

Note 1:  Type WS-012A-1 fitted with the indicated 0.75 mm² cables may be rated at 10 A for cable lengths of less than
2 metres.
Note 2:  The certified plugs type WS-012A-1 has been assessed for ‘rough use’ and may be marked BS 1363/A.

Group 2C: WS-012A-1 non-rewireable plugs, with or without ISOD, to BS 1363-1:2016 + A1:2018,
fitted with insert type C3601.

Type Rating Colour Test Report Number
WS-012A-1 250 V rough use Black, light blue,

dark blue, white,
light grey and dark
grey.

Test reports listed for Groups 2A and 2B and
8694748.

Cable Fitted: Type WS-012A-1 fitted with insert type C3601 may be fitted with any cables listed in Groups 2A and
2B above, subject to the continuing validity of the cable approval.

NOTE:  Type WS-012A-1 fitted with insert type C3601 is only manufactured at:

Well Shin Electronic (Kun Shan) Co., Ltd
Kun Kai Road, Jin Xi Town,
Jin Xi Development Area,
215324, Kun Shan City, Su Zhou County,
Jiang Su, China



 

Kitemark™ Certificate
No. KM 38959

First Issued: 1998-03-23 Effective Date: 2018-06-25
Latest Issue: 2018-06-25 Expiry Date: 2021-06-24

Page: 8 of 14
This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, UK.
Registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, United Kingdom and should be returned immediately upon request.
To check its validity telephone +86 21 23160200. An electronic certificate can be authenticated online.

Contact: BSI Management Systems Certification (Beijing) Company Limited, Shanghai Branch, 1006-1008, 10/F, Ciros Plaza, 388 Nanjing Rd. (W), Shanghai, 200003,
P.R. China. Tel: +86 21 23160200
A Member of the BSI Group of Companies.

Group 2D: WS-012A-1 non-rewireable plugs to BS 1363-1:2016 + A1:2018, fitted with insert type
012A-1.

Type Rating Colour Test Report Number
WS-012A-1 250 V rough use Black, light blue,

dark blue, white,
light grey and dark
grey.

Test reports listed for Groups 2A and 2B, 8694748
and 8896260.

Cable Fitted: Type WS-012A-1 fitted with insert type 012A-1 may be fitted with any cables listed in Group 2A above
and those listed below, subject to the continuing validity of the cable approval.

Standard Size (mm2) Code Manufacturer Approval Rating
EN 50525-2-11 3 x 1.5 H05VV-F Well Shin VDE 40024164, 40007541 13 A
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Group 3: WS-012A-4 non-rewireable plugs to BS 1363-1: 1995 plus Amendments 1, 2, 3 and 4 and
Corrigendum No. 1.

Type Rating Colour Test Report Number
WS-012A-4 250 V rough use Black 8110674 and 8180455.

Cable Fitted: The cable types detailed below are considered suitable for incorporation in the plugs detailed above,
subject to the continuing validity of the cable approval.

Standard Size (mm2) Code Manufacturer Approval Rating
EN 50525-3-11 2 x 0.75 H03Z1Z1H2-F Well Shin VDE 40032095 6 A

Note:  Model WS-012A-4 are only certified for use when fitted with a 3 A BS 1362 fuse from the following
manufacturers:

Group Talents Ltd. Kitemark Certificate KM 21062.

Dongguan Cooper Electronics Co. Ltd. ASTA Licence No. 658.

DEL International Industrial (U.K.) Limited. ASTA Licence No. 997.

AsiaFuse (HK) Electronics Limited ASTA Licence No. 974.
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Group 4: WS-012A-6 non-rewireable plugs to BS 1363-1: 1995 plus Amendments 1, 2, 3 and 4 and
Corrigendum No. 1.

Type Rating Colour Test Report Number
WS-012A-6 250 V rough use Pale grey 8586801 (DF1600550)

Cable Fitted: The cable type detailed below is considered suitable for incorporation in the plugs detailed above,
subject to the continuing validity of the cable approval.

Standard Size (mm2) Code Manufacturer Approval Rating
EN 50525-2-21 2 x 0.75 H05RN-F Well Shin VDE 400187274 6 A

Note:  Model WS-012A-6 are only certified for use fitted with a 5 A BS 1362 fuse.
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Group 5 WS-012A-7 non-rewireable plugs to BS 1363-1:2016 + A1:2018
Type Rating Colour Test Report Number
WS-012A-7 250 V rough use Grey 8733860

Cable Fitted: The cable type detailed below is considered suitable for incorporation in the plugs detailed above,
subject to the continuing validity of the cable approval.

Standard Size (mm2) Code Manufacturer Approval Rating
DEKRA K169-1:2016 3 x 0.75 05Q1Q1-F K-Well Shin DEKRA 71-101427 6 A (10Note 1)

Note 1:  Type WS-012A-7 fitted with the indicated 0.75 mm² cables may be rated at 10 A for cable lengths of less than
2 metres.
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Group 6: UK1 non-rewireable plugs to BS 1363-1:2016 + A1:2018
Type / trademark Rating Colour Test Report Number
UK1, SONOS. 250 V normal use Black 8859056

Cable Fitted: The cable type detailed below is considered suitable for incorporation in the plugs detailed above,
subject to the continuing validity of the cable approval.

Standard Size (mm2) Code Manufacturer Approval Rating
EN 50525-2-11 2 x 0.75 H03VVH2-F Well Shin VDE 40024164, 40007541 3 A

Note:  Model UK1 is only certified for use fitted with a 3 A BS 1362 fuse.



 

Kitemark™ Certificate
No. KM 38959

First Issued: 1998-03-23 Effective Date: 2018-06-25
Latest Issue: 2018-06-25 Expiry Date: 2021-06-24

Page: 13 of 14
This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, UK.
Registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, United Kingdom and should be returned immediately upon request.
To check its validity telephone +86 21 23160200. An electronic certificate can be authenticated online.

Contact: BSI Management Systems Certification (Beijing) Company Limited, Shanghai Branch, 1006-1008, 10/F, Ciros Plaza, 388 Nanjing Rd. (W), Shanghai, 200003,
P.R. China. Tel: +86 21 23160200
A Member of the BSI Group of Companies.

Group 7: UK non-rewireable plugs to BS 1363-1:2016 + A1:2018
Type / trademark Rating Colour Test Report Numbers
UK, SONOS. 250 V normal use Black or white 8548116-A1 and 8883913.

Cable Fitted: The cable types detailed below are considered suitable for incorporation in the plugs detailed above,
subject to the continuing validity of the cable approval.

Standard Size (mm2) Code Manufacturer Approval Rating
EN 50525-2-11 2 x 0.75 H03Z1Z1-F Well Shin+D VDE 40045268 3 A

DEKRA K169-1:2016 2 x 0.75 03Q1Q1-F Well Shin DEKRA 2193236.02 3 A

DEKRA K169-1:2016 2 x 0.75 03Q1Q1-F K-Well Shin DEKRA 71-101380 3 A

Note:  Model UK is only certified for use fitted with a 3 A BS 1362 fuse.



 

Kitemark™ Certificate
No. KM 38959

First Issued: 1998-03-23 Effective Date: 2018-06-25
Latest Issue: 2018-06-25 Expiry Date: 2021-06-24

Page: 14 of 14
This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, UK.
Registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, United Kingdom and should be returned immediately upon request.
To check its validity telephone +86 21 23160200. An electronic certificate can be authenticated online.

Contact: BSI Management Systems Certification (Beijing) Company Limited, Shanghai Branch, 1006-1008, 10/F, Ciros Plaza, 388 Nanjing Rd. (W), Shanghai, 200003,
P.R. China. Tel: +86 21 23160200
A Member of the BSI Group of Companies.

Group 8 WS-012A-9 non-rewireable plugs to BS 1363-1:2016 + A1:2018
Type Rating Colour Test Report Number
WS-012A-9 250 V rough use White or green 8891077

Cable Fitted: The cable type detailed below is considered suitable for incorporation in the plugs detailed above,
subject to the continuing validity of the cable approval.

Standard Size (mm2) Code Manufacturer Approval Rating
DEKRA K169-1:2016 2 x 0.75 05Q1Q1-F K-Well Shin DEKRA 71-101427 6 A

The scope of certification includes product manufacturing at the following subsidiary factory
location unless otherwise stated:
Well Shin Electronic (Kun Shan) Co., Ltd
Kun Kai Road, Jin Xi Town,
Jin Xi Development Area,
215324, Kun Shan City, Su Zhou County,
Jiang Su, China





Starkstromleitungen für allgemeine Anwendungen
- Flexible Leitungen
mit thermoplastischer PVC-Isolierung
Cables for general applications
- Flexible cables with
thermoplastic PVC insulation

Typ(en) / Type(s):

H03VV-F 2...3 x 0,5...0,75 mm² +
H03VVH2-F 2 x 0,5...0,75 mm² +
H05VV-F 2...5 x 0,75...4 mm² +
H05VVH2-F 2 x 0,75...1,0 mm² +

Leitungsbauart Standardleitungen
Type of cable General purpose cables

Firmenzeichen WELL SHIN+ D
Trademark

_____________________________________________________________________
Dieser Zeichengenehmigungs-Ausweis bildet eine Grundlage für die EG-Konformitätserklärung und
CE-Kennzeichnung durch den Hersteller oder dessen Bevollmächtigten und bescheinigt die Konformität
mit den grundlegenden Schutzanforderungen der EG-Niederspannungsrichtlinie 2006/95/EG mit ihren
Änderungen.
This Marks Approval is a basis for the EC Declaration of Conformity and the CE Marking by the
manufacturer or his agent and proves the conformity with the essential safety requirements of the
EC Low-Voltage Directive 2006/95/EC including amendments.

VDE Prüf- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Abteilung CC5
Section CC5

Ausweis-Nr. /
Certificate No.

40007541

VDE Prüf- und Zertifizierungsinstitut GmbH * Testing and Certification Institute_____________________________________________________________________
Merianstrasse 28, D-63069 Offenbach Phone   +49 (0) 69 83 06-0

Telefax +49 (0) 69 83 06-555

Name und Sitz des Genehmigungs-Inhabers / Name andregistered seat of the Certificate holder

Well Shin Technology Co., Ltd., No. 196 Xinhu 3rd Road, 114 NEIHU DISTRICT, TAIPEI CITY,
TAIWAN

Aktenzeichen / File ref. letzte Änderung / updated Datum / Date

1528100-5140-0005 / 176873 / CC5 / HEG 2013-05-15 2003-08-26

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40007541
This supplement is only valid in conjunction with page 1 of the Certificate No. 40007541.

 

 

Blatt /
page

2

VDE Prüf- und Zertifizierungsinstitut
Zeichengenehmigung



Starkstromleitungen für allgemeine Anwendungen
- Flexible Leitungen
mit thermoplastischer PVC-Isolierung
Cables for general applications
- Flexible cables with
thermoplastic PVC insulation

Fertigungsstätte(n)
Place(s) of manufacture

Referenz/Reference Dong Guan Well Shin Electronic
30009474 Products Co., Ltd.

Chang Long Control District
Hwang Jiang Cheng
523766 DONGGUAN CITY
Guangdong
CHINA

VDE Prüf- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Abteilung CC5
Section CC5

Ausweis-Nr. /
Certificate No.

40007541

VDE Prüf- und Zertifizierungsinstitut GmbH * Testing and Certification Institute_____________________________________________________________________
Merianstrasse 28, D-63069 Offenbach Phone   +49 (0) 69 83 06-0

Telefax +49 (0) 69 83 06-555

Name und Sitz des Genehmigungs-Inhabers / Name andregistered seat of the Certificate holder

Well Shin Technology Co., Ltd., No. 196 Xinhu 3rd Road, 114 NEIHU DISTRICT, TAIPEI CITY,
TAIWAN

Aktenzeichen / File ref. letzte Änderung / updated Datum / Date

1528100-5140-0005 / 176873 / CC5 / HEG 2013-05-15 2003-08-26

Dieses Beiblatt ist Bestandteil des Zeichengenehmigungsausweises Nr.  40007541.
This supplement is part of the Certificate No. 40007541.
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Genehmigung zum Benutzen des auf Seite 1 abgebildeten markenrechtlich geschützten Zeichens des
VDE:

Grundlage für die Benutzung sind die Allgemeinen Geschäftsbedingungen (AGB) der VDE Prüf- und
Zertifizierungsinstitut GmbH (www.vde.com\AGB-Institut). Das Recht zur Benutzung erstreckt sich nur
auf die bezeichnete Firma mit den genannten Fertigungsstätten und die oben aufgeführten Produkte
mit den zugeordneten Bezeichnungen. Die Fertigungsstätte muss so eingerichtet sein, dass eine
gleichmäßige Herstellung der geprüften und zertifizierten Ausführung gewährleistet ist.
Die Genehmigung ist so lange gültig wie die VDE-Bestimmungen gelten, die der Zertifizierung zu-
grunde gelegen haben, sofern sie nicht auf Grund anderer Bedingungen aus der VDE Prüf- und
Zertifizierungsordnung (PM102) zurückgezogen werden muss.
Der Gültigkeitszeitraum einer VDE-GS-Zeichengenehmigung kann auf Antrag verlängert werden. Bei
gesetzlichen und / oder normativen Änderungen kann die VDE-GS-Zeichengenehmigung ihre Gültigkeit
zu einem früheren als dem angegebenen Datum verlieren.
Produkte, die das Biozid Dimethylfumarat (DMF) enthalten, dürfen gemäß der Kommissionsent-
scheidung 2009/251/EG nicht mehr in den Verkehr gebracht oder auf dem Markt bereitgestellt
werden.
Der VDE-Zeichengenehmigungsausweis wird ausschließlich auf der ersten Seite unterzeichnet.

Approval to use the legally protected Mark of the VDE as shown on the first page:
Basis for the use are the general terms and conditions of the VDE Testing and Certification Institute
(www.vde.com\terms-institute). The right to use the mark is granted only to the mentioned company
with the named places of manufacture and the listed products with the related type references. The
place of manufacture shall be equipped in a way that a constant manufacturing of the certified
construction is assured.
The approval is valid as long as the VDE specifications are in  force, on which the certification is
based on, unless it is withdrawn according to the VDE Testing and Certification Procedure
(PM102E).
The validity period of a VDE-GS-Mark Approval may be prolonged on request. In case of changes in
legal and / or normative requirements, the validity period of a VDE-GS-Mark Approval may be
shortened.
Products containing the biocide dimethylfumarate (DMF) may not be marketed or made available on
the EC market according to the Commission Decision 2009/251/EC.
The approval is solely signed on the first page.

Ausweis-Nr. /
Certificate No.

40007541

Name und Sitz des Genehmigungs-Inhabers / Name andregistered seat of the Certificate holder

Well Shin Technology Co., Ltd., No. 196 Xinhu 3rd Road, 114 NEIHU DISTRICT, TAIPEI CITY,
TAIWAN

Aktenzeichen / File ref. letzte Änderung / updated Datum / Date

1528100-5140-0005 / 176873 / CC5 / HEG 2013-05-15 2003-08-26

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40007541
This supplement is only valid in conjunction with page 1 of the Certificate No. 40007541.
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DEMKO CERTIFICATE

Certification Manager
Jan-Erik Storgaard

This is to certify that representative sample(s) of the Product described herein ("Certified Product") have
been investigated and found in compliance with the Standard(s) indicated on this Certificate, in
accordance with the D-Mark Requirements.  As specified in the respective appendix below the Designated
Certificate holder is entitled to use the D-Mark, or its alternative for cables, for the Certified Product
manufactured at the production site(s) identified above, in accordance with the D-Mark Service
Agreement, including without limitation the D-Mark Testing and Certification Services Service Terms.  Only
those Products bearing the D-Mark should be considered as being covered by UL's D-Mark Service. This
Certificate shall remain valid through the expiration date, unless terminated earlier in accordance with the
Service Agreement including without limitation if the Standard identified on this Certificate is amended or
withdrawn prior the expiration date.

Certification Body UL International Demko A/S, Borupvang 5A, DK-2750
Ballerup, Denmark, Tel. +45 44 85 65 65, 
info.dk@ul.com
www.UL.com

Certificate No. D-08347
Page 1/3

Date of Issue 2020-12-10

Certificate Holder

Manufacturer

Production site

Certified Product
Model

Trademark

Rated Voltage / Frequency
Rated Current / Power

Insulation Class
Degree of protection (IP)

Tested acc. to
Test Report No.

Additional

Expire date

Well Shin Technology Co Ltd
196 XINHU 3RD
NEIHU DISTRICT
TAIPEI, 114  Taiwan

Well Shin Technology Co Ltd
196 XINHU 3RD
NEIHU DISTRICT
TAIPEI, 114  Taiwan

Dongguan Well Shin Electronic Products Co Ltd 
Changlong Village
Huangjiang Town
Dongguan, 523766 Guangdong China

See Page 2

Ordinary PVC-sheathed flexible cord
H05VV-F, H05VVH2-F

WELL SHIN+D or K-WELL SHIN

300/500 V
-
-
-
EN 50525-1:2011, EN 50525-2-11:2011
FI/40730 issued on 2020-11-12
All colours
This certificate replaces the earlier issued D-06600. 
2025-11-12



Appendix DEMKO CERTIFICATE
                                                  Certificate No.    D-08347
                                                                  Page    2/3
                                                    Date of Issue    2020-12-10

Certification Body UL International Demko A/S, Borupvang 5A, DK-2750
Ballerup, Denmark, Tel. +45 44 85 65 65, info.dk@ul.com
www.UL.com

  

Production Sites:

Well Shin Electronic (Kun Shan) Co Ltd
389 Kun Kai Rd
Jin Xi Town Kunshan
Suzhou, 215324 Jiangsu China



Appendix DEMKO CERTIFICATE
                                                  Certificate No.    D-08347
                                                                  Page    3/3
                                                    Date of Issue    2020-12-10

Certification Body UL International Demko A/S, Borupvang 5A, DK-2750
Ballerup, Denmark, Tel. +45 44 85 65 65, info.dk@ul.com
www.UL.com

Certification Mark D-Mark
The D-Mark, as displayed below, shall appear on certified products only. Minimum size is not specified, as long as 

the Mark is legible. 

The size of the Mark may be reduced or enlarged on the condition that it remains readable and that the proportions
of width and height are kept. The use of dark text for the D-Mark on light backgrounds and light text on dark
backgrounds is permitted.

When putting the product on the EU market, the manufacturer's name, trademark or mark of origin must be affixed 
in a clearly visible location and position on the product, on the package and in the user manual. It can be affixed by 
label, be directly imprinted, or cast or molded into the product.

Alternate certification Mark for cables
As an alternative to the D-Mark specified above the alternate D-Mark, displayed below, can appear on 
certified cables only. Minimum size is not specified, as long as the mark is legible. 

The alternate D-Mark may be cast, stamped or moulded into the cable and continue throughout the 
length of the cable as specified in the applicable cable standard.

All content shall be in accordance with the details provided on this D-Mark Certificate.
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This document is issued by the Company under its General Conditions 
of Service accessible at http://www.sgs.com/terms_and_conditions.htm. 
Attention is drawn to the limitation of liability, indemnification and 
jurisdiction issues defined therein.  
  
Any holder of this document is advised that information contained 
hereon reflects the Company’s findings at the time of its intervention 
only and within the limits of Client’s instructions, if any.  The Company’s 
sole responsibility is to its Client and this document does not exonerate 
parties to a transaction from exercising all their rights and obligations 
under the transaction documents. Any unauthorized alteration, forgery or 
falsification of the content or appearance of this document is unlawful 
and offenders may be prosecuted to the fullest extent of the law.  

 

 

 

 

CERTIFICATE FI/40730   
Our Ref. HEL-CERT200600290-03 
 

 

Product Ordinary PVC-sheathed flexible cord 

Type H05VV-F 
H05VVH2-F 
 

Trademark WELL SHIN+D or K-WELL SHIN 

Certificate Holder 
 

Well Shin Technology Co., Ltd. 
No. 196, Xin Hu 3rd Road 
Nei Hu District, Taipei City, 114, Taiwan 
 

Technical information H05VV-F 2X3-5G0,75-1-1,5-2,5-4 
H05VVH2-F 2X0,75-1 
 

Other information Rated voltage 300/500 V 
All colours 
 

The product is certified 
according to the following 
standard(s) 
 

EN 50525-1:2011 
EN 50525-2-11:2011 

Validity This certificate is valid until  provided 12 November 2025  that the Conditions for FI 
certification are met. This certificate includes the right to use the FI mark under the 
condition that changes (if any) will be checked at SGS Fimko before the product is 
brought onto market and that the conditions for FI certification are met. 

Date of issue 12 November 2020 

 SGS Fimko Ltd 
 

Signature 

 

 Sixten Lökfors 

 Project Manager 

http://www.sgs.com/terms_and_conditions.htm
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This document is issued by the Company under its General Conditions 
of Service accessible at http://www.sgs.com/terms_and_conditions.htm. 
Attention is drawn to the limitation of liability, indemnification and 
jurisdiction issues defined therein.  
  
Any holder of this document is advised that information contained 
hereon reflects the Company’s findings at the time of its intervention 
only and within the limits of Client’s instructions, if any.  The Company’s 
sole responsibility is to its Client and this document does not exonerate 
parties to a transaction from exercising all their rights and obligations 
under the transaction documents. Any unauthorized alteration, forgery or 
falsification of the content or appearance of this document is unlawful 
and offenders may be prosecuted to the fullest extent of the law.  
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Manufacturer  Well Shin Technology Co., Ltd. 

No. 196, Xin Hu 3rd Road 
Nei Hu District, Taipei City, 114, Taiwan 
 

Manufacturing sites Dong Guan Well Shin Electronic Products Co., Ltd. 
Chang Long Control District 
Huang Jiang Town, Dongguan 
523766, Guangdong, China 
 
Well Shin Electronic (Kun Shan) Co., Ltd. 
No. 389, Kunkai Road 
Jinxi Town, Jin Xi Development Area 
Kunshan, 215324, Jiangsu, China 

 
Directive information The certified product(s) fulfils requirements of mentioned standard(s) 

which are harmonised under the Low Voltage Directive (2014/35/EU)  
at the date of issue of the certificate. 
 

Additional information This certificate replaces certificate FI 28276 A1, dated 20 April 2018, due 
to new testing. 

 
Based on: 279371-2 and 297246-2 

 

http://www.sgs.com/terms_and_conditions.htm








Product Thermoplastic insulated cord and flexible cable

Applicant Well Shin Technology Co., Ltd.
No. 196, Xin Hu 3rd Road, Nei Hu District
Taipei City 114, Tai Wan
Taiwan

Manufacturer Well Shin Technology Co., Ltd.
No. 196, Xin Hu 3rd Road, Nei Hu District
Taipei City 114, Tai Wan
Taiwan

Factory
See page 2

Ratings 2x0.75-4mm²

Trade mark WELL SHIN+D or K-WELL SHIN

Model / Type Ref. H05VV-F

Principal characteristics Ordinary PVC-sheathed cord, 300/500V. All colours
See next page(s)

A sample of the product was tested
and found to be in conformity with

CABL EN 50525-2-11:2011

Validity This certificate documents conformity with the standards shown, and also applies as license for use
of Nemkos name and certification mark. The certificate and license is valid as long as the
applicable conditions are complied with, and provided that any changes to the product are notified
to Nemko for acceptance prior to implementation. New standards or amendments to the standards
may imply that the product design must be updated and/or that re-testing and re-certification is
necessary.

Additional information
See next page(s)

Additional model(s) See next page(s)

CERTIFICATE
No. P13217853

Order No. 247604 Page 1/2

Date of issue 04-11-2013

Signature

Skule Moe

Certification Department

Nemko AS Office address Internet Telephone Fax
P.O. Box 73, Blindern Gaustadalléen 30 www.nemko.com +47 22 96 03 30 + 47 22 96 05 50
N-0314 Oslo, Norway Oslo Enterprise number: NO 974404532



Product Thermoplastic insulated cord and flexible cable

Pos. No 1

Model / Type Ref. H05VV-F

Trade mark (if different from page 1)

Rating 2-5G0.75-4mm²

Principal characteristics Ordinary PVC-sheathed cord, 300/500V. All colours

Product Thermoplastic insulated cord and flexible cable

Pos. No 2

Model / Type Ref. H05VVH2-F

Trade mark (if different from page 1)

Rating 2x0.75-1mm²

Principal characteristics Ordinary PVC-sheathed cord, 300/500V. All colours

Factories:

Dong Guan Well Shin Electronic Products Co., Ltd.
Changlong Village, Huangjiang Town
Dongguan, Guangdong 523766
China

Well Shin Electronic (Kun Shan) Co., Ltd.
No. 389 Kunkai Road, Jinxi Town, Kunshan City
Jiangsu Province 215324
China

CERTIFICATE
No. P13217853

Order No. 247604 Page 2/2

Date of issue 04-11-2013

Signature

Skule Moe

Certification Department

Nemko AS Office address Internet Telephone Fax
P.O. Box 73, Blindern Gaustadalléen 30 www.nemko.com +47 22 96 03 30 + 47 22 96 05 50
N-0314 Oslo, Norway Oslo Enterprise number: NO 974404532



 

 
 

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and 
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this 

Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety.  Any use of the Intertek name or one of its marks for the sale or 
advertisement of the tested material, product or service must first be approved in writing by Intertek. 
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 CERTIFICATE 

FOR EUROPEAN PRODUCT SAFETY 
 

Reference No. SE-S-2002717 

 

Ordinary PVC-sheathed flexible cord 
 

Type designation: H05VV-F, H05VVH2-F 

Certificate holder: Well Shin Technology Co. Ltd. 
NO.196, Xin Hu 3rd Road 
Nei Hu District, 
TaiPei City, 114, Taiwan 
 

 
 
 

The product complies with 
the standard(s): 

EN 50525-1:2011 
EN 50525-2-11:2011 

 

Date of expiry: 12 November, 2025 

EU Directive information: According to the principle of presumption of conformity, this certificate 
constitutes support for an EC Declaration of Conformity and CE marking 
according to the Low Voltage Directive 2014/35/EU. 

 
 
 

Additional information in Appendix  

Certification Body: Intertek Semko AB, Product Certification Place: Kista - Stockholm 

Signed:  Date: 25 November, 2020 

 Leif Mattsson   

 
 

  



 

 
 
 
 
 

APPENDIX: 
Reference No. SE-S-2002717 

 

 

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and 
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this 

Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety.  Any use of the Intertek name or one of its marks for the sale or 
advertisement of the tested material, product or service must first be approved in writing by Intertek. 
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Technical Data:  
Type designation H05VV-F  

H05VVH2-F 
 

Rated voltage (V) 300/500 V, all colours 
Trademark WELL SHIN+D or K-WELL SHIN 
Test Report 279371-2 and 297246-2 
Product information H05VV-F 2,3-5G0,75-1.0-1,5-2,5-4.0mm2  

H05VVH2-F 2X0,75-1.0mm2 
 
Manufacturing Sites: Dong Guan Well Shin Electronic Products Co., LTD 

Chang Long Control District, Huang Jiang Town, 
Dongguan 523766, Guangdong, China 
 
Well Shin Electronic (Kun Shan) Co., Ltd. 
No.389 Kunkai Road Jinxi Town 
Jin Xi Development Area, Kunshan, 215324, Jiangsu, China  
 
 

According to the principle of presumption of conformity, this certificate, which includes production control, 
constitutes support for an EC Declaration of Conformity and CE marking according to the Low Voltage Directive 
2014/35/EU. 
This presumption can expire before end of validity of this certificate due to new issued Standard or Amendment 
and changes within the EU legislation. 
 
This certificate is based on a certificate with Ref. No. FI/40730 dated 12 November 2020 issued by SGS Fimko 
Ltd according to the Nordic Certification Service agreement. 

 

 

 

  

Certification Body: Intertek Semko AB, Product Certification Place: Kista - Stockholm 

Signed:  Date: 25 November, 2020 

 Leif Mattsson   
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