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DATEREV. DESCRIPTION

REV.
DATE: 2021.11.09

SHEET:

DWG NO:0096-8230

PRODUCT  NO.:

UNIT:

DRAWN BY:

MANAGER BY:

CHECKED BY:

ENGINEER BY:

SIGNATURE

REV.P/N:0322.240ALCUSTOMER: APPROVALED BY:
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DESCRIPTION COLORNO. QTY

GREY 1PCS

WS-001H(5-15P) 13(A) 125(V)  APPROVAL: UL,CUL 1PCS

CLEAR 1PCSWS-002A-4A  13  125V   APPROVAL: UL,CUL 

1
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C(UL)US  E90165-K  SJTW  3×1.31mm²(16AWG)  
105℃  300V  VW-1  WELL  SHIN

MARKING:
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NOTES:
1.RoHS shown on the carton
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HOSPITAL  GRADE
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Wire label 100mm*20mm

Protective case

Cable tie

GREEN DOT

4
Hosp.Grade label

GROUNDING RELIABILITY CAN ONLY

BE ACHIEVED WHEN THIS EQUIPMENT
IS CONNECTED TO A RECEPTACLE

MARKED "HOSPITAL GRADE"

35 30 35

20

UNE FIABILITÉ DE MISE EN TERRE PEUT ÊTRE

RÉALISÉE UNIQUEMENT LORSQUE L'ÉQUIPEMENT

EST CONNECTÉ À UNE PRISE FEMELLE

MARQUÉE  "CLASSE HÔPITAL"
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Changed the plug to the terminal frame type, and changed the tail plug to a new structure
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